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2. WHAT DO MY RESULTS MEAN?

Legionella Species Report: 

CLINGCAST METALS PTY LTD 

CLINGCAST METALS 

May2022 

A zero result indicates less than 10 organisms per 1 millilitre (AS/NZS 3896). Results were estimated after an incubation period of 

7 days at 36C+/-1C. Sampled using procedures certified to ISO 9001 (Reg No 6465). Analyses carried out using procedures to 

AS3896. All samples were tested by a NATA Registered Laboratory 

Heterotrophic Colony Count Report: 

HCC Result is useful in assessing the efficacy of biocidal treatment and state of microbiological control of organisms in the 

system. It is not a measurement of Legionella and does not reflect the physical condition of the cooling water. 

Results are reported as colony forming units in 1 millilitre of sample. Samples incubated for 48 hours at 36C+/-1C as per 

AS4276.3.1/2. All samples were tested by a NATA Registered Laboratory 

Contact Us 

At HydroChem we're recognised as the clear market leader in Australia's water treatment industry. Our mission is simple: to 

bring world-class water treatment products and services to clients across Australia. Please contact your account manager for 

any queries. 

Microbiological Results Summary Issued May 2021 Page 7 of7 



Water Treatment Service Report

Location: CLINGCAST METALS
Client: CLINGCAST METALS PTY LTD
Attention: Technician: LYNDSEY CHAN
Date: Service Call: 2105-2468
Client No: Issued By: SYDN
Contract:

PAUL* 
4/05/2022 
N14779 
NC10691 Contact No: 02 9792 1444

Risk Assessment
If risk identified, refer to JSEA for details (√ = pass, X = fail)

Safe access (falls, slips, trips)? Acceptable noise level with use of PPE?

Safe manual handling? Shutdown procedure?

Adequate lighting? Other (refer JSA)

Results

BAC

Analysis

pH 7 8.0 8.2

M Alkalinity (CaCO3) 20 190 300

Chloride (CaCO3) 200 370 500

TDS (CaCO3) 500 1100 1500

Inhibitor
Hydro 260

150 180 500

Free Available Halogen
Hydro 360

0.2 0.8 0.8

Inhibitor adjustments

Adjustment (L / Kg)
Hydro 260

Adjustment (L / Kg)
Hydro

Inhibitor pump

Start% / Added / Finish%
Hydro 260

95 95

Operational

Biocide adjustments

Adjustment (L / Kg)
Hydro 360

0.5

Adjustment (L / Kg)
Hydro 256

Biocide pump 1

Start% / Added / Finish%
Hydro 360

60 60

Operational

Biocide pump 2

Start% / Added / Finish%
Hydro 256

5 15 100

Operational

Other tests

Cycles 11

ORP set point (mV)

Water Meter Reading

Make up Reading

Bleed Reading

Cooling tower inspection

Visible condition Satisfactory.

Comments

CTS: Service results indicate all chemical residuals are satisfactory for corrosion and scale control. Online
disinfection carried out.

Site Signature
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