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Improvement Notice

Location: CLINGCAST METALS
Client: CLINGCAST METALS PTY LTD
Attention: PAUL* Technician: LYNDSEY CHAN
Date: 12/01/2022 Service Call: 2201-1721
Client No: N14779 Issued By: SYDN
Contract: NC10691 Contact No: 02 9792 1444

Improvement Notice

System description

BAC CT (SSCHLT832583002601)

Issue
Aquarius squeeze tubes roller blocks and injectors X 3 required.

Person informed
FM

Record of communication
In-person to authorized representative.

Prompt rectification will permit us to carry out the water treatment program effectively. Delay in rectification will increase your risk, and HydroChem's risk, in the
areas of:

Risk to Public Health Corrosion

Excessive Water Usage OH&S or environmental issues

Scaling Increased Costs

Pollution / Environmental Damage Chemical Loss

Reduced Plant Life Cycle Poor Micro-biological Control - resulting in High Heterotrophic Colony Count and/or Legionella Detection

Please notify HydroChem as soon as possible following rectification of the issue/s

Site Signature

Page 1 of 1
Improvement Notice

CLINGCAST METALS, 12/01/2022



Water Treatment Service Report

Location: CLINGCAST METALS
Client: CLINGCAST METALS PTY LTD
Attention: PAUL* Technician: LYNDSEY CHAN
Date: 12/01/2022 Service Call: 2201-1721
Client No: N14779 Issued By: SYDN
Contract: NC10691 Contact No: 02 9792 1444

Risk Assessment
If risk identified, refer to JSEA for details (√ = pass, X = fail)

Safe access (falls, slips, trips)? Acceptable noise level with use of PPE?

Safe manual handling? Shutdown procedure?

Adequate lighting? Other (refer JSA)

Results

  BAC CT
(SSC-HLT832583-0026-01)

Analysis

pH 7 7.6 8.2

M Alkalinity (CaCO3) 20 180 300

Chloride (CaCO3) 200 310 500

TDS (CaCO3) 500 950 1500

Inhibitor
Hydro 260

200 400 400

Free Available Halogen
Hydro 360

0.4 0.1 1

Inhibitor adjustments

Adjustment (L / Kg)
Hydro 260

Adjustment (L / Kg)
Hydro

Inhibitor pump

Start% / Added / Finish%
Hydro 260

15 8 90

Operational

Biocide adjustments

Adjustment (L / Kg)
Hydro 360

0.5

Adjustment (L / Kg)
Hydro 256

Biocide pump 1

Start% / Added / Finish%
Hydro 360

95 95

Operational

Biocide pump 2

Start% / Added / Finish%
Hydro 256

5 15 100

Operational

Other tests

Cycles 9.5

ORP set point (mV)

Water Meter Reading

Make up Reading

Bleed Reading

Cooling tower inspection

Visible condition Satisfactory.

Improvement Notice has been issued with this report

Comments

CTS: Equipment issue on Bio A pump. Squeeze tube on dosing pump requires replacement. Recommend
replacing all consumables. Cooling tower drains flushed. Online disinfection carried out.

Site Signature
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