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Water Treatment Service Report

Location: CLINGCAST METALS
Client: CLINGCAST METALS PTY LTD
Attention: PAUL* Technician: LYNDSEY CHAN
Date: 1/12/2021 Service Call: 2112-1592
Client No: N14779 Issued By: SYDN
Contract: NC10691 Contact No: 02 9792 1444

Risk Assessment
If risk identified, refer to JSEA for details (√ = pass, X = fail)

Safe access (falls, slips, trips)? Acceptable noise level with use of PPE?

Safe manual handling? Shutdown procedure?

Adequate lighting? Other (refer JSA)

Results

  BAC CT
(SSC-HLT832583-0026-01)

Analysis

pH 7 8.0 8.2

M Alkalinity (CaCO3) 20 170 300

Chloride (CaCO3) 200 370 500

TDS (CaCO3) 500 1050 1500

Inhibitor
Hydro 260

200 280 400

Free Available Halogen
Hydro 360

0.4 0 1

Inhibitor adjustments

Adjustment (L / Kg)
Hydro 260

Adjustment (L / Kg)
Hydro

Inhibitor pump

Start% / Added / Finish%
Hydro 260

95 95

Operational

Biocide adjustments

Adjustment (L / Kg)
Hydro 360

0.5

Adjustment (L / Kg)
Hydro 256

Biocide pump 1

Start% / Added / Finish%
Hydro 360

75 75

Operational

Biocide pump 2

Start% / Added / Finish%
Hydro 256

60 60

Operational

Other tests

Cycles 10.5

ORP set point (mV)

Water Meter Reading

Make up Reading

Bleed Reading

Cooling tower inspection

Visible condition Satisfactory.

Comments

CTS: Oxidising biocide residual was outside desired limits. All other residuals are satisfactory. Adjustment
was made to correct levels. Cooling towers drains flushed. Online disinfection carried out.
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